


To test the operation of the unit.

Disconnect the sender leads from the instrument.
Substitute the sender with a resistor of the appropriate value that you wish to
check, such as 615 ohms=150 deg. F

If the sender lead is shorted to ground, or if sender is shorted internally the meter
should peg full scale.

If sender is open (broken) the meter should peg hard to the left. Slight needle
movement to the left is normal when the temperature is below the starting point
of the instrument, with power on.

OIL, FUEL AIR PRESSURE and FUEL LEVEL

Follow the same procedure as for the temperature instruments above.

ALL 240 ohm type  ~approx. ohm~

Minimum scale 230-240
Mid scale 90-100
Maximum scale 27-37

For capacitance type fuel senders and MM type pressure senders (four wire
connector) it is recommended to return the unit to the factory for a recheck.

DO NOT use a battery charger or water as a medium to calibrate the capacitance
type fuel probes, as this will make the instrument full scale.

DO NOT use a battery charger to bench check the MM type pressure senders,
as this will cause an erratic reading at best on the instrument.

THE PRINCIPLE OF A THERMOCOUPLE

The thermocouple measures the difference between the hot end (probe) and the
cold end (cold junction) and gives a precise millivolt output. The air temperature
on the cold junction will affect the millvolt output. An instrument calibrated at 70
deg. F. (If the probe end is at 1200 deg. F) and the cold junction is at 70 deg. F.
the reading will be correct. But if the cold junction is at 30 deg. F the reading will
be 40 deg. High and you will have to subtract that amount from your reading.

We calibrate our EGT and CHT instruments at 32 or 70 deg. F depending where
it is used, warm weather or cold weather conditions. This will reduce the amount
of error that is inherent in our self-powered thermocouple instruments.
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